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BEST AVAILABLE IMAGES 



Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 



BLACK BORDERS 

TEXT CUT OFF AT TOP, BOTTOM OR SIDES 
FADED TEXT 
ILLEGIBLE TEXT 
SKEWED/SLANTED IMAGES 
COLORED PHOTOS 

BLACK OR VERY BLACK AND WHITE DARK PHOTOS 
GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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Open the ink cartridge packages that come with your printer. 
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Place the cartridge gently in the holder with the labels face up. 
Do not press down on the cartridges. Push the ink cartridge 
clamps down until they lock into place. 
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Load A4 or Letter size plain paper. 

Lower the output tray and slide out the extension. 

Adjust the left edge guide so that the distance between both guides 

is slightly wider than width of your paper. 
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The printer will print a pattern to check IF any nozzles are clogged. 
Click the print button to print a nozzle check pattern. 
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Look at the printed pattern. 

If you find any segments are missing in the pattern, click 
either the black or Color buttons to clean the print heads. 
Click the Finish button to quit 
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